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風機盤管執行器 

AC Control Module 
P-A-F-AT 

 

風機盤管執行器用於中央水空調的控制，風機三速控

制。採用導軌式安裝，外接高精度數位式溫度感測

器，支援兩管制、四管制的風機盤管。 

AC control module is used for the control of central water air-
conditioning, three-speed fan control. It adopts DIN rail-
mounted installation, external high accuracy digital 
temperature sensor, and supports two-pipe and four-pipe fan 
coils. 

性能特點/ Features  

 本地/遠端開關控制 

 狀態同步/遠端升級 

 外接高精度溫度感測器 

 電力線載波通訊 

 指示燈對應模式狀態 

 Local/remote switch control 
 Status synchronization/remote upgrade 
 External high accuracy temperature sensor 
 Power line communication 
 Indicator light corresponding to mode status 

技術參數/ Specifications 

 工作電壓：100-240V~ 

 工作頻率：50/60Hz 

 待機功耗：小於 0.5W 

 負載功率： 小於 400W 

 通訊方式：電力線載波 

 工作溫度：-10°C~60°C 

 工作濕度：10%RH~85%RH 

 外型尺寸(L*W*H)：108.5*88.5*65.3mm 

 Operating voltage: 100-240V~ 
 Operating frequency: 50/60Hz 
 Power consumption: < 0.5W 
 Load power: < 400W 
 Communication: Power line communication (PLC) 
 Ambient temperature: -10°C~60°C 
 Ambient humidity: 10%RH~85%RH 
 Dimensions(L*W*H): 108.5*88.5*65.3mm 
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接線圖/ Wiring Diagram 

  

訂貨型號/ Order Model 

P-A-F-AT 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  


